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Entry Gaming [94-830GE RRP: 1,899

Item no.: 94830 EAN; 404637394

| Technical specifications

MODEL GV7 7561G 25V1

DISPLAY SIZE 43.94

RESOLUTION STANDARD Full HD

RESOLUTION 1920 x 1080

REFRESH RATE 144

SCREEN BRIGHTNESS 300 Nits

CASE MATERIAL Plastic

CASE MATERIAL Kunststoff:Metall;

SURFACE non Glare

SCREEN TECHNOLOGY IPS

ASPECT RATIO 16:9

CPU MANUFACTURER INTEL intel
CPU SERIES Core i7

PROCESSOR GENERATION Intel Core i7-13xxx intel
CPU DESIGN Deka-Core

PROCESSOR FAMILY Intel Core i7 y intel

CAPTIVA GmbH ¢ Siemensstr. 9 « 85221 Dachau ¢ +49 800 / 5695 - 800
service@captiva-power.com ¢ www.captiva-power.de



CAPTIVA
=

-~

X WAL v o n i
o .‘. u t.-.'r.'-"- g

e

17-13620 " m,)ﬁ* /"“\D
136201 & / L U‘/ L/\"L‘“‘i L-/W"

\—_J
BGA 1744, - '\(‘ o d
Fals . e x,zf%w
: Intel xxx Express ' 1‘- 4 ‘ '/ |nl:e|
FITTED e, SRR i
INTENDED USE SoC B
CPU CORES 10 3
MAX. THREADS 16 l__,x .
PROCESSOR CLOCK 2.40 /V
TURBO CLOCK 4.90 ; =
' MANUFACTURING PROCESS 10nm
CHANNEL Dual
SLOTS (OCCUPIED) 2 Y
PINS 262 o
SPEED 5200 v
RAM 16
’ MAX. RAM SIZE 64 o
GRAPHICS FITTED Yes |
GRAPHICS MANUFACTURER NVIDIA SAnviDia
MODEL SERIES GeForce S NVIDIA
GRAPHICS CARD MEMORY 8 8
GRAPHICS GeForce RTX 5060 SAANVIDIA
MAX. TGP 115
FUNCTION Optimus Capable
1ST - CAPACITY 1000
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1x USB 2.0 (Type A), 1x USB 3.2 Gen 1 (Type A),1x USB 3.2 Gen2 (J'ype A),_1)_(/
Displayport 1:4a iiber USB 3.2 Gen 2 (Type C) mit Power Delivery, 1x Mini Display port
1.4,1x HDMI J(}“IDCP) 1x 2-/n 1 Aad/o Jack (Kopfhrer/Mikrofon), 1x RJ-45, 1x DC-m

LAN.PORT RJ-45 Ethgern) y .

1GB/s
1000
WI-FI STANDARD a;ac;b;g;n;
WI-FI Wireless AX211
BLUETOOTH 5.3
SPEAKERS 2
MICROPHONE Yes
SOUND SYSTEM High Definition Audio; Sound Blaster™ Studio
CAMERA 1.0 MP HD
COMPATIBLE Windows 11 (64bit)
0S INSTALLED Microsoft Windows 11 Home (64 Bit) Bm Microsoft
DRIVERS INCLUDED Windows 11 (64bit)
SOFTWARE (PRE-INSTALLED) BullGuard Internet Security (Testversion), Windows 11 Home (64 Bit)
OPERATING SYSTEM INSTALLED Windows 11 Home

OPERATING SYSTEM ARCHITECTURE = 64-bit

POWER SUPPLY / OUTPUT 180

POWER SUPPLY OUTPUT (VOLTS) 20

BATTERY CAPACITY (WH) 53.35

BATTERY / RUNTIME Lithium Polymer (LiPo)

POWER SUPPLY OUTPUT (AMPS) 9

MAX. RUNTIME 6,5

DIMENSIONS (WX D X H) 396.9x 276 x 26.8 mm

WEIGHT 2650

COOLING SYSTEM Air cooling

SIGNIN OPTIONS  Passwort;Pin;

ANTI-THEFT — Kensingtor;-Schlo_s; “ . r
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