CAPTIVA

| Technical specifications

MODEL

DISPLAY SIZE

RESOLUTION

RESOLUTION STANDARD

SCREEN BRIGHTNESS
REFRESH RATE

CASE MATERIAL
CASE MATERIAL
SURFACE

SCREEN TECHNOLOGY
ASPECT RATIO

CPU MANUFACTURER
PROCESSOR FAMILY
CPU SERIES
PROCESSOR MODEL

CPU {

CAPTIVA GmbH ¢ Siemensstr. 9 « 85221 Dachau ¢ +49 800 / 5695 - 800
service@captiva-power.com ¢ www.captiva-power.de

GY6 958IG 25T1
40.6
2560 x 1600
WQXGA
500 nits
300
Plastic
Kunststoff;Metall;
Matte
IPS
16:10
INTEL
Intel Core Ultra 9
Ultra 9

; 9-275HX

275HX

N

Highend Gaming 195-080GE

Item no.: 95080

GAMER

e

RRP: 3,299 -

EAN: 40463739;&5

intel
intel

intel

j;x_



CAPTIVA

Yes | ). '8
SoC

CPU CORES 24 i

MAX. THREADS 24

PROCESSOR CLOCK 2.1 B

TURBO CLOCK 5.4 1/1\/ i

MANUFACTURING PROCESS 10nm B~
r CHANNEL Dual

CHANNEL Single, Dual

SLOTS (MAX,) 2

PINS 262 =

SPEED 5200

RAM 64

MAX. RAM SIZE 64

GRAPHICS FITTED Yes

GRAPHICS MANUFACTURER NVIDIA SANVIDIA

MODEL SERIES GeForce S NVIDIA

GRAPHICS CARD MEMORY 16

MAX. TGP 150W

GRAPHICS GeForce RTX 5080 S NVIDIA

FUNCTION NVIDIA® Advanced Optimus @ NVIDIA

1ST - CAPACITY 4000

18T - INTERFACE h “A
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3x USB 3.2 Gen 1 Typ A, 1x USB- C 3.2 mit 100W Power Delivery, 1xTl hunde[bo lt4
combo mit Power Dellvery DC in, 1x HDMI 2.1(DGPU), 1x 2-in-1 Audio'Jack,
(Kopfhorer/Wrofon) 1x RJ 45, 1x Anschluss Wasserkihlung

3x USB 3.2 Gen 1 Typ A, 1x USB-C 3.2 mit 100W Power Delivery, 1x USB-C 4.0
(40Gbps+PD100W), 1x HDMI'2.1(DGPU), 1x 2-in-1 Audio Jack, (Kopfhérer/Mikrofon),
1x RJ-45, 1x Anschluss Wasserkiihlung

CARD READER Yes

LAN TRANSFER RATE 2500

LAN 10/100/1000/2500 Mb

WI-FI STANDARD 802.11a,802.11b,802.11g,Wi-Fi 4 (802.11n),Wi-Fi 5 (802.11ac), Wi-Fi 6 (802.11ax)
WI-FI Wi-Fi 6 (802.11ax)

BLUETOOTH 5.3

SPEAKERS 2

MICROPHONE Yes

SOUND SYSTEM Nahimic by SteelSeries

CAMERA 1

COMPATIBLE Windows 11 (64bit)

OS INSTALLED Microsoft Windows 11 Home (64 Bit) BE Microsoft
DRIVERS INCLUDED Windows 11 (64bit)

SOFTWARE (PRE-INSTALLED) BullGuard Internet Security (Testversion), Windows 11 Home (64 Bit)
OPERATING SYSTEM INSTALLED Windows 11 Home

OPERATING SYSTEM ARCHITECTURE = 64-bit
POWER SUPPLY / OUTPUT 420

POWER SUPPLY OUTPUT (VOLTS) 20

BATTERY CAPACITY (WH) 99.80

BATTERY / RUNTIME Lithium-Polymer (LiPo)

MAX. RUNTIME 8

DIMENSIONS (WX D X H) 356,68 x 254,7 x 25,7 mm

WEIGHT 2600 ; s

COOLING SYSTEM - Air cooling | - : -
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